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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 
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Indian Standard 

SPECIFICATION FOR 
SCREWS, BONE 



( Reaffirmed 2002 ) 



L Scope — Dlmen$(ons and requirements for bone screws. 
1. Shape and Dimensions — As shown in Fig. L 
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All dimensions in millimetres. 
FIG. I SCREWS FOR SURGICAL IMPLANTS 

2.1 The shape of head shall be In accordance with Ffg. lA and IB except where the screw Is used for 
Eggers plate. In the later case, the screw head shall have a straight shoulder under the head as shown In 
Fig. IC. The ends of wood screw type shall be formed by a progressive reduction as shown In 
Fig. ID. When the screw Is required to have a self-tapping ena it shall be In accordance with Fig. IE. 
The cutting of the flutes on the self-tapping end shall be so made as not to Interfere with the thread form. 

3. Material — Shall be according to 3 of IS : S347-I969*. 



'General requirements of metal surgical Implants. 
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4. Workmanship and Finish — The screw shall be symmetrical about Its centre line. The threads shall 
be well formed and cleaned. The surfaces of the screw shall be free from cracks, draw marks, pits, burr^, 
surface contamination and Impregnated foreign particles. The screws shall be pa^slvated and polished 
bright. 

5. Corrosion Resistance Test ~ Shall be according to 6.1 of IS : 5347- 1 969"^. 

6. Rediologtcal Test — Shall be according to 6.2 of IS : 5347-1969*, 

7. Packing — Shall be as agreed to between the purchaser and the supplier. 

8. Marking — Each packet shall be clearly and Indelibly marked with the following: 

a) Name or trade-mark of the manufacturer, 

b) Designation of the material and Its composition, and 

c) Size and type of head. 

8.1 ISI Certification Marking — Details available from the Indian Standards Institution. 



*General requirements of metal surgical Implants. 
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